DGN File: N:\Esd\Standard_Drawings\Imper1al\20@5Approved\Traffic Control (TC)\tcB4.dgn

Vs

N

N

RIGHT]

m
B AT
T A
A
<
A
% - KEEP
A A B
A b RIGHT|
A;A
~ A START OF TAPER
N IN —
| A A <
A N
A
N
b
A
AN
A KEEP
A
A /

/WORK AREA
S S

> D> D>D>D>D>DD

MIN.

3 1>1>1>1>1>1>[>+
100’

15-DEC-2004

JaN
\Q§§ ]
\\\4; A 2 I KEEP
NNE RﬁT
N
\\g\ﬂ AS
A
N\ e
A A
A8 IN Q
N A .}
KEEP . KEEP
& N 3 < 4 5
RIGHT \2 RIGHT 3
A
_F_ Al
[+1]

<
( = 2

(DETAIL TC 4-1)

=

et
Y e

-

(DETAIL

@

LEFT LANE
MUST
TURN LEFT

START OF TAPER

®

WORK AREA

s

&)

TZ/

TC 4-2)

|
o |
|
ol
|
< v s <
I RIGHT
1
“w
JAVAN
JANWAN
~ A A
Seae
| & &
A A
A A
A A
2 [
a 42 KEEP
A N=S
& a4
A A|O
NS
JAWAN
A . -

NOTES:

1.

[8N] N

KEEP

RIGHT

KEEP

RIGHT

LANE SHIFT FOR URBAN INTERSECTIONS
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(DETAIL TC 4-3)

SIGNING AND DEVICES SHOWN FOR 2 LANE ROADWAY
WITH NO REDUCTION IN NUMBER OF LANES.
SUBSTITUTE ADVANCE SIGNING AND DEVICES AS

PER TYPICAL LANE CLOSURE. FOR LANE REDUCTION
ON 4 LANES OR GREATER SEE STD DWG TC 8 OR TC 5

FLAGGING IS OPTIONAL WITH LANE CLOSURE.

MAINTAIN PEDESTRIAN TRAFFIC AT EXISTING
CROSSWALKS AND ON EXISTING SIDEWALKS.
PEDESTRIAN TRAFFIC CANNOT BE MAINTAINED
RERGUTE ACCORDING TO STD DWG TC 6.

WHEN

PROVIDE A MINIMUM 10’ TRAFFIC LANE IN EACH
DIRECTION. IF THIS CANNOT BE DONE USE A
FLAGGING OPERATION AS PER STD DWG TC 14

SEE STD DWG TC 2B FOR TAPER. BUFFER. AND SIGN
SPACING CHART.
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